AUTOMATIC CUP COUNTER by Ampak

MODEL: ACC90N

FEATURES

CONTROL PANEL
- PLC with Push Button Controls
- Electrical And Pneumatic Interface With Maxima Bagger

COUNTING AND FEEDING SYSTEM
- Processes Cups Either Open End Or Bottom First
- Precision Ground Mechanical Counting Gears
- Pneumatic Grippers And Strippers Engage The Rims Of The Cups To Separate Cups Into Counted Stacks
- Pneumatic, Rodless Cylinder Ensures Positive Placement Of Counted Cup Stacks Into The Bagger
- Operator Controlled Variable Speed Infeed Conveyor

OTHER FEATURES
- Safety Guarding
- One Year Warranty

MODEL SPECS

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>CUP DIAMETER</td>
<td>1” - 6” (2.5-15 cm)</td>
</tr>
<tr>
<td>MAXIMUM STACK LENGTH</td>
<td>30” (76 cm)</td>
</tr>
<tr>
<td>CYCLE SPEED</td>
<td>Up to 12 stacks per minute</td>
</tr>
<tr>
<td>OVERALL DIMENSIONS</td>
<td>96” L, 26” W, 59” H (230 L, 66 W, 130-146 H cm)</td>
</tr>
<tr>
<td>POWER REQUIREMENTS</td>
<td>208-240 Volt, 5 Amp, Single Phase</td>
</tr>
<tr>
<td>AIR REQUIREMENTS</td>
<td>5 cfm @ 80 psi</td>
</tr>
<tr>
<td>WEIGHT</td>
<td>500 lbs. (227 kg)</td>
</tr>
</tbody>
</table>

AVAILABLE OPTIONS
- Extra Counting Gears
- Spare Parts Kit
- Casters
- Installation

Revised 2013
4922 E. 49th Street, Suite 100, Cleveland, OH 44125
www.HeatSealCo.com
Phone: (216) 341-2022 Fax: (216) 341-2163
CustServ@HeatSealCo.com